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PTM20C-4MP2S

Not available

ToVhiba TecUa M2
 M2: M Processor 725/ 40 GB

• Intel® Pentium® M Processor 755 on new est model

• Space-saving 2-spindle design combined w ith high-end features for ultimate

mobility and functionality

• New -generation NVIDIA® graphics chipset supports high-performance 3D

graphics

• Extended battery life – new  lithium-ion battery technology

• Common softw are image and new  Advanced Port Replicator III docking solution

support help minimise TCO

 

Model Description Price ShopToshiba

PTM20C-4MP2S M2: M processor 725/ 40 GB

Tecra M2: M processor 725/ 40 GB

N/A

PTM20C-00QS5 M2: M processor/ 40 GB

Tecra M2: M processor/ 40 GB

1/A

PTM20C-0NQK5 M2: M processor/ 40 GB

Tecra M2: M processor/ 40 GB

1/A

PTM20C-00909 M2: processor 735/ 60 GB

Tecra M2: processor 735/ 60 GB

1/A

PTM20C-0Q9MT M2: M processor 745/ 60 GB

Tecra M2: M processor 745/ 60 GB

1/A

PTM20C-0KLHF M2: processor 745/ 80 GB

Tecra M2: processor 745/ 80 GB

1/A

PTM20C-4MP0D M2: M processor 755/ 80 GB

Tecra M2: M processor 755/ 80 GB

1/A
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Features

 Great Features

Includes Microsoft® Office OneNote™ 2003  - ($269 value!)

 

Specifications

 Processor

 
Mobile Intel® Pentium® M processor 725 (1.6GHz) - w ith Enhanced SpeedStep technology

Integrated Coprocessor, 400MHz FSB

64KB internal cache, On-die 2MB Level 2 cache

 Operating System

 Microsoft® Window s® XP Professional

 Memory

 
Standard Memory: 512MB DDR

-Maximum Memory: 2GB

Expansion Modules: 128MB, 256MB, 512MB, 1024MB PC2700, PC2100 modules

 Hard Disk Drive

 40.0 billion bytes, 5400RPM, 9.5mm height, Enhanced IDE, ATA-5, 2.5´. Service removable by 1 screw

 Optical Drive

 

Floppy Disk Drive: Optional 1.44MB, 3.5´ USB FDD

Slim Select Bay Black CDRW/DVD-ROM: CD-ROM 130ms average access time; DVD-ROM 180ms average

access time;

Maximum Speed: CD-R(24X)/CD-RW(10X)/DVD-ROM(8X)/CD-ROM(24X). ATAPI interface. Softw are Decoder:

InterVideo WinDVD

 Display System

Type: TFT Active Matrix Colour LCD display

Size (diagonal): 14.1´

LCD Panel Resolution: 1,024x768x16.7 million colours (native)

External Support and Max. Colour Support :

640x480x16.7 million colours
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 640x480x16.7 million colours

800x600x16.7 million colours

1,024x768x16.7 million colours

1,280x1,024x16.7 million colours

1,600x1,200x16.7 million colours

Simultaneous Display Support 1024x768x16.7 million colours

 Graphics Controller

 NVIDIA GeForce Go5200 Graphics Processing Unit

Video Memory: 32MB DDR Memory. 64-bit Graphics Accelerator. 4xAGP bus support

 Sound S\stem

 

Softw are Sound 16-bit stereo.

AD1981 B Codec Chip

Built-in stereo speakers. 3D sound support. Direct 3DSound.

Full Duplex support. Sound Volume Control dial, Internal MIC

(monaural), Stereo Headphone Port.

Communication

V.92 Data/Fax Modem, Ring Wake-up Resume.

10/100 integrated Ethernet LAN, netw ork boot

Built-in Intel Wireless LAN (802.11g)

 E[pansion

 

2 Expansion memory slots (1 f illed w ith 512MB, can be replaced by 128MB, 256MB, 512MB or 1GB module.)

Other slot empty- 2 screw s removal, under keyboard

2 PC Card slots supports tw o Type II or one Type III PC Cards; supports Cardbus

Ports: 1 Slim Select Bay Slot, 1 SD Card Slot, 1 Parallel (ECP), 1 RGB, 1 Expansion Bus (for opt -Advanced Port

Replicator), 1 FIR,

2 USB (2.0), 1 Modem (RJ-11), 1 LAN Port (RJ-45 w ith LED), 1 TV Out (S-Video), External Mic, Stereo

Headphone.

Supported via Advanced Port Replicator III: 1 Parallel (ECP),

1 Serial, 1 RGB, 1 DVI, 1 PS/2 Keyboard, 1 PS/2 Mouse, 4 USB (2.0), 1 Modem (RJ-11), 1 LAN Port (RJ-45 w ith

LED), 1 Line-In, 1 Line-Out

 Ke\board

 

Full sized 85 keys w ith 12 function keys

2.7mm keystroke, 6mm height

Dedicated Window s® Key

DualPoint Pointing Device ± TouchPad + AccuPoint

 Ph\sical Dimensions

 

Dimensions : 314mm (W) x 259mm (D) x 31.5/34.9 mm (H)

Weight: 4.98lbs / 2.26 kg

Weight Saver: 4.54lbs / 2.06 kg

Additional Softw are

Microsoft® Office OneNote™ 2003

 AC Adapter

 75W external Universal AC adaptor input voltage (100 ± 240V 50/60Hz Frequency), output voltage (15Vx5A)

 Batter\

 

Batter\ T\pe: Removable, Rechargeable 6-cell Lithium Ion (Li-ion) 10.8V x 4400mAh capacity

Batter\ Life: (typical range) 3.6 ± 4.0 hours battery life; 7 ± 7.4 hours w ith secondary Slim Select Bay 2nd

battery.

7.2 ± 8.0 hours battery life (12 cell); 10.8 ± 11.5 w ith secondary Slim Select Bay 2nd Battery.

Recharge Time: (typical range) 2.5 hours off / 5 - 11 hours on (main battery); 5.5 hours off / 9.5 ± 20.5 hours

on w ith secondary Slim Select Bay 2nd battery.

 BIOS

 TSETUP, ACPI V1.0b, DDC, PnP V1.0A, VESA V2.0, DPMS, SM BIOS V2.3, PCI BIOS Support V2.1

 Securit\

 Cable lock slot, pow er on passw ord

 Environmental Specifications

 

Temperature: Operating: 5° 35°C (41° 95°F);

 Non-Operating: ±20° 65°C (-4°149°F)

Thermal Gradient: Operating: 15C per hr. max;

 Non-Operating: 20C per hr. max

Relative Humidit\: Operating: 20% to 80% non-condensing; Non-Operating: 10% to 95% non-condensing

Altitude (relative to sea level): Operating: -60 to 3,000m.;

 Non-Operating: -60 to 10,000m.

Shock: Operating: 1.5-7G; Non-Operating 60G

Vibration: Operating 0.2-0.25G; Non-Operating: 1GB

 Warrant\

 

The Tecra M2 comes w ith a three (3) year parts and labour Limited International Warranty. Note the original

battery is w arranted for one year from date of purchase. Pre-installed softw are is excluded from TCL standard

limited w arranty. Click here for complete details on this w arranty program and other Warranty Programs such

as On-site and Next Business Day Service.
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